


3332

F
le

xi
b

le
 p

a
ck

e
rs

Pump off fluids up to 11 m

Large coverage range thanks to a 6 m suction hose

Special chassis promises ergonomic working conditions

 For vacuuming up and pumping off fluids.

Mini-Permanent-Aspirator 2.0

The compact helper for pipe bursts
This vacuum cleaner is just right for your assignment:

It meets all requirements that are placed on you onsite. What is more: it anticipates your needs. To help you concentrate on 
what counts and facilitate working hand-in-hand with a unit that understands you.

 Integrated automatic shut-off when the maximum filling level is reached

 Also ideal for dry vacuuming

The tank of the MPA 2.0 is made of rugged,  
fibreglass-reinforced plastic

Separately selectable pump

Integrated automatic shut-off when the  
maximum filling level is reached

Tough mini vacuum with perseverance.

MPA 2.0 2220003200

Mains voltage 230 V

Frequency 1 ~ 50 Hz

Max. performance 2,350 W

Power (tot.) 2,000 W

Rated power 1,200 W

Capacity of the disposal pump 800 W

Container capacity 60 l

Filling quantity (liquid) 47 l

Air volume (max.) 56 l/s

Output pump (max.) 330 l/min

Negative pressure (max.) 23.5 (235) kPa (mbar)

Type of protection IPX4

Protective class I

Suction hose connection (C-DN/C-ID) 40 mm

Connector fire hose Storz C

Length x width x height 520 x 430 x 840 mm

Typical operating weight (without accesory) 28 kg

Max. ambient temperature + 40 °C

Technical Data

IP 68 grounding - contact plug suction hose 6m, oil- resistant Integrated PRCD circuit breaker
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C O U N T E R - P R E S S U R E  TA B L E S

All counter-pressure specifications in bar (psi).

Mini Pipe Sealing Bags 2.5 bar (36.25psi) Mini Test Sealing Bags 2.5 bar (36.25psi)

Diameter
mm / inch

RDK 2.5/4
1440000101

RDK 4/7
1440000201

RDK 7/10
1440025900

RDK 8/15
1440018800

RDK 10/15
1440010500

RDK 12.5/20
1440010700

RDK 15/20
1440018900

RDK 15/30
1440010600

Diameter
mm / inch

PDK 4/7
1441000701

PDK 7/10
144104 3900

PDK 10/15
1441035400

PDK 15/20
1441035200

PDK 20/30
1441035300

25 / 1 1.6 / 23.9 25 / 1

40 / 1.6 1.4 / 20.3 1.65 / 23.9 40 / 1.6 1.8 / 26.1

50 / 2 1.5 / 21.8 50 / 2 1.6 / 23.2

70 / 2.8 1.25 / 18.1 1.5 / 21.8 70 / 2.8 1.3 / 18.9 1.3 / 18.9

80 / 3.1 1.3 / 18.9 1.35 / 19.6 80 / 3.1 1.3 / 18.9

90 / 3.5 1.3 / 18.9 1.25 / 18.1 90 / 3.5 1.3 / 18.9

100 / 4 1.3 / 18.9 1.25 / 18.1 1.4 / 20.3 100 / 4 1.3 / 18.9 1.5 / 21.8

125 / 5 1.25 / 18.1 1.35 / 19.6 1.4 / 20.3 125 / 5 1.25 / 18.1

150 / 6 1.05 / 15.2 1.3 / 18.9 1.15 / 16.7 1.3 / 18.9 1.35 / 19.6 150 / 6 1.2 / 17.4 1.3 / 18.9

200 / 8 1.1 / 15.9 1.25 / 18.1 1.3 / 18.9 200 / 8 1.2 / 17.4 1.25 / 18.1

250 / 10 1.25 / 18.1 250 / 10 1.2 / 17.4

300 / 12 1.25 / 18.1 300 / 12 1.15 / 16.7

Pipe Sealing Bags Pipe Sealing Bags

Diameter
mm / inch

RDK 7/15
1440000301

1440008100 (CR)

RDK 10/20
1440011700

RDK 15/30
1440000601

1440008000 (CR)

RDK 20/40
1440020100

RDK 20/50
1440016700

RDK 30/60
1440000801 

1440007900 (CR) 

RDK 50/80
1440020000

RDK 60/100
1440011900

Diameter
mm / inch

RDK 50/100
1480000801

RDK 60/120
1480001901

1480004800 (CR)

RDK 80/140
1480006000

RDK 140/170
1400000300

RDK 170/200
1400000100

2.5 bar (36.25psi) 1.5 bar (21.75 psi) 0.5 bar (7.25 psi)
70 / 2.8 1.6 / 23.2 70 / 2.8

80 / 3.1 1.8 / 26.1 80 / 3.1

90 / 3.5 1.8 / 26.1 90 / 3.5

100 / 4 1.8 / 26.1 1.5 / 21.8 100 / 4

125 / 5 1.55 / 22.5 1.75 / 25.4 125 / 5

150 / 6 1.4 / 20.3 1.6 / 23.2 1.7 / 24.7 150 / 6

200 / 8 1.4 / 20.3 1.65 / 23.9 1.5 / 21.75 2.1 / 30.5 200 / 8

250 / 10 1.6 / 23.2 1.3 / 18.9 1.8 / 26.1 250 / 10

300 / 12 1.35 / 19.6 1.4 / 20.3 1.7 / 24.7 1.65 / 23.9 300 / 12

400 / 16 1.3 / 18.9 1.5 / 21.8 1.7 / 24.7 400 / 16

500 / 20 1.4 / 20.3 1.45 / 21.0 1.45 / 21.0 500 / 20 1.25 / 18.1

600 / 24 1.3 / 18.9 1.55 / 22.5 1.8 / 26.1 600 / 24 1.25 / 18.1 1.1 / 15.9

800 / 32 1.35 / 19.6 1.6 / 23.2 800 / 32 1.1 / 15.9 0.95 / 13.8 0.5 / 7.3

1000 / 40 1.3 / 18.9 1000 / 40 0.57 / 10.9 0.85 / 12.3 0.5 / 7.3

1200 / 48 1200 / 48 0.75 / 10.9 0.5 / 7.3

1400 / 56 1400 / 56 0.5 / 7.3 0.2 / 2.9

1700 / 67 1700 / 67 0.2 / 2.9 0.2 / 2.9

2000 / 80 2000 / 80 0.2 / 2.9 0.2 / 2.9

Measured in dry metal pipe.

Counter-pressure tables
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C O U N T E R - P R E S S U R E  TA B L E S

Measured in dry metal pipe.

Counter-pressure tables

All counter-pressure specifications in bar (psi).

Test Sealing Bags Test Sealing Bags

Diameter
mm / inch

PDK 4/7 
FLEX

1441000701

PDK 7/15 
FLEX

1441001201 

PDK 
10/20 
FLEX

1441018501 

PDK 15/30 
FLEX

1441022700 
1441022800 

PDK 
20/40 
FLEX

1441040300 
1441018600 

PDK 
20/50 
FLEX

1441031100 
1441031200 

PDK 
30/60 
FLEX

1441023100 
1441018701 

PDK 
50/80 
FLEX

1441003900 
1441003800

PDK 
60/100 

FLEX
1441023200 
1441023300 

Diameter
mm / inch

PDK 50/100 
FLEX

1481003501 
1481023800

PDK 60/120 
FLEX

1481009501 
1481009301 

PDK 80/140 
FLEX

1481024000 
1481023900 

PDK 140/170 
FLEX

1401000400 
1401000300 

PDK 170/200 
FLEX

1401000700 
1401000600

2.5 bar (36.25 psi) 1.5 bar (21.75 psi) 0.5 bar (7.25 psi)

40 / 1.6 1.3 / 18.9 40 / 1.6

70 / 2.8 1.3 / 18.9 1.55 / 22.5 70 / 2.8

80 / 3.1 1.75 / 25.4 80 / 3.1

90 / 3.5 1.7 / 24.7 90 / 3.5

100 / 4 1.65 / 23.9 1.6 / 23.2 100 / 4

125 / 5 1.5 / 21.8 1.5 / 21.8 125 / 5

150 / 6 1.4 / 20.3 1.4 / 20.3 1.65 / 23.9 150 / 6

200 / 8 1.45 / 21.0 1.6 / 23.2 1.45 / 21.0 2 / 29.0 200 / 8

250 / 10 1.5 / 21.8 1.3 / 18.9 1.7 / 24.7 250 / 10

300 / 12 1.3 / 18.9 1.35 / 19.6 1.65 / 23.9 1.6 / 23.2 300 / 12

400 / 16 1.3 / 18.9 1.5 / 21.8 1.65 / 23.9 400 / 16

500 / 20 1.35 / 19.6 1.4 / 20.3 1.4 / 20.3 500 / 20 1.2 / 17.4

600 / 24 1.3 / 18.9 1.5 / 21.8 1.75 / 25.4 600 / 24 1.2 / 17.4 1.05 / 15.2

800 / 32 1.35 / 19.6 1.5 / 21.8 800 / 32 1 / 14.5 0.9 / 13.1 0.5 / 7.3

1000 / 40 1.3 / 18.9 1000 / 40 0.55 / 8.0 0.8 / 11.6 0.5 / 7.3

1200 / 48 1200 / 48 0.75 / 10.9 0.5 / 7.3

1400 / 56 1400 / 56 0.5 / 7.3 0.2 / 2.9

1700 / 67 1700 / 67 0.2 / 2.9 0.2 / 2.9

2000 / 80 2000 / 80 0.2 / 2.9 0.2 / 2.9

High Pressure Pipe Sealing Bags 6 bar (87 psi)

Diameter
mm / inch

RDK 100-200
1430001300

RDK 200-300
1430001500

RDK 300-400
1430001400

RDK 500-600
1430001600

RDK 800
1430000800

100 / 4 3.7 / 53.6

125 / 5 3.6 / 52.2

150 / 6 4.6 / 66.7

200 / 8 3.3 / 47.9 4.75 / 68.9

250 / 10 4 / 58.0

300 / 12 3.4 / 49.3 3.8 / 55.1

400 / 16 3.6 / 52.2

500 / 20 4 / 58.0

600 / 24 3.4 / 49.3

800 / 32 3 / 43.5
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Since your products have to withstand thermal as well as 

chemical requirements, Vetter gives you detailed resistance 

information.

The data is based on laboratory tests, experience and are 

influenced by such factors as temperature, intensity, length of 

exposure etc.

These symbols indicate degrees of resistance:

+ resistant o conditionally resistant 

– not-resistant   n. d. no details

Please notice: 

An expanding material reacts to chemicals a lot quicker than 

when it is in the non-operative condition. This means, the 

greater the expansion, the lower the chemical resistance. Re-

sistance also depends on material thickness, which is attribu-

table to diffusion. Because of that, our resistance list can only 

give you points of reference.

Transparency for your safety.

Vetter resistance charts

Products Material Suport material

Mini Pipe Sealing Bags 

High Pressure Pipe Sealing Bags 

Egg profile Sealing Bags 1.5 bar (21.75 psi)
Egg profile Sealing Bags 1.5 bar (21.75 psi) 

Lateral packers
Flexible packers

NR Nylon cord

Mini Test Sealing Bags NR NR

Pipe Sealing Bags 1.5 bar (21.75 psi)
Pipe Sealing Bags 2.5 bar (36.25 psi)
Test Sealing Bags 1.5 bar (21.75 psi)
Test Sealing Bags 2.5 bar (36.25 psi) 

Bypass Bags 1.5 bar (21.75 psi)

NR Nylon cord/Aramide

Pipe Sealing Bags 0.5 bar (7.25 psi)
Test Sealing Bags 0.5 bar (7.25 psi)
Egg profile Sealing Bags 1 bar (14.5 psi)
Egg profile Testing Bags 1 bar (14.5 psi)
Egg profile Bypass Bags 1 bar (14.5 psi)

CR/NR Nylon cord/Aramide

Pipe Sealing Bags CR CR Nylon cord

Inflation hoses and air supply hoses (outside) EPDM Polyester

Material list

Products
Cold
resi-

stance

Cold
flexible

Heat
resistance, 
long term

Heat
resistance, 
short term

Mini Pipe Sealing Bags
Mini Test Sealing Bags
Pipe Sealing Bags 1.5 bar (21.75 psi)
Pipe Sealing Bags 2.5 bar (36.25 psi)
Test Sealing Bags 1.5 bar (21.75 psi)
Test Sealing Bags 2.5 bar (36.25 psi)
Bypass Bags 1.5 bar (21.75 psi)
Pipe Sealing Bags CR
High Pressure Pipe Sealing Bags
Egg profile Sealing Bags 1.5 bar
(21.75 psi)
Egg profile Testing Bags 1.5 bar
(21.75 psi)
Lateral packers
Flexible packers

– 40 °C  – 20 °C + 90 °C + 115 °C

Pipe Sealing Bags 0.5 bar (7.25 psi)
Test Sealing Bags 0.5 bar (7.25 psi) 
Egg profile Sealing Bags 1 bar
(14.5 psi)
Egg profile Testing Bags 1 bar
(14.5 psi)
Egg profile Bypass Bags 1 bar
(14.5 psi)

– 40 °C – 20 °C + 55 °C --

Rubber hoses – 40 °C – 30 °C + 90 °C --

Controller:
aluminium - 
and fitting

– 20 °C -- + 50 °C --

Temperature resistance limits

We will gladly provide material samples
to users wishing to conduct their own

chemical resistance tests.

Description of material CR NR EPDM Description of material CR NR EPDM

Aceton o + – Carbon dioxide + + +

Acetylene + + – Carbon monooxide + + +

Alaun, watery + + – Copper sulphate + + +

Aluminium chloride + + + Adhesive + + +

Anilene – n. d. n. d. Methyl chloride – – o

ASTM–oil 1 o – – Sea water + + n. d.

Petrol o – n. d. Mineral oil + – –

Benzene – – – Sodium carbonate + + –

Boric acid + + + Ozone + – +

Bromine (moist) – – – Paraffin + – –

Butyric acid – – n. d. Perchloric acid o n. d. +

Chlorine gas (moist) – – n. d. Phenol (watery) – – +

Chlorine (wet) o – o Phosphoric acid (concentrated) – – –

Diesel fuel o – – Mercury + + +

Iron chloride + + + Nitric acid (fuming) – – –

Petroleum o – – Sulphur dioxide (dry) – o n. d.

Acetic acid o + o Sulphur acid (50 %) + – –

Fatty acid + o – Nitrogen + + +

Formaldehyde + + + Carbon tetrachloride – – –

Glucose + + + Animal fat + – +

Heating oil + – – Toluene – – –

Potassium chloride + + +

Calcium chloride + + +

Calcium nitrate + + + +  resistant       o  conditionally resistant       – not-resistant        n. d.  no details

Resistance charts
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A part of the IDEX Corporation.

Vetter GmbH is part of the international IDEX Corporation. This corporation invests in successful 

medium-sized companies in highly specialised markets. All members of the group have two 

things in common: strong technical orientation and innovative strength. 

 

As our customer, you will benefit twice: on the one hand from our international practical 

knowledge and on the other hand from the intensive transfer of skills and know-how within the 

corporate group. This know-how contributes directly to the development of sophisticated and 

high-performing products.

www.idexcorp.com

The all-round manufacturer for specialized industrial pneumatics

Owing to the intensive work for customers throughout the world, Vetter was able to create 

an extensive product range which has become indispensable in many fields. Vetter stands for 

specialized technical knowledge. Based on this we develop optimally tailored pneumatic solution 

for different application areas.

  Rescue products

  Medical Tents

  Aircraft Lifting Bags

  Industry products

All products as well as detailed 
information and the catalogue 
for downloading can be found 
on our internet website under

www.vetter.de
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www.vetter.de

Vetter GmbH
A Unit of IDEX Corporation

Blatzheimer Str. 10 – 12
53909 Zülpich
Germany

Sales 

Tel:  +49 (0)2252 / 3008 - 0
Fax:  +49 (0)2252 / 3008 - 690
Mail: vetter.water@idexcorp.com

We are the company which helps you to find the right solution!

Place your trust in industrial pneumatics!
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